
Front Veneer / laminate / RAL/NCS 

Substrate MDF B2/B1/gypsum fibreboard A2 

Back Non-woven material 

Fire rating As required 

Substrate thickness 16 / 19 mm

Perforation Grooved with bridge width 8 / 16 / 32 mm, groove widths 2–4 mm

Rear perforation Slotted 

Edge finishing Elements; clean cut/slats;  
tongue and groove joint 

Installation Invisible as required 

Linea 

5/3 mm

Optimum board formats based on substrate and finish.  
Further formats available on request. 

fibreboard elements fibreboard slats

Board width – MDF 400 / 600 128 /256

Board width – gypsum 400 / 600 128 / 256

Board length – MDF 3150 / 2750 / 2400 / 1200 2780

Board length – gypsum 3000 / 2500 3000 / 2500

Max. formats Length Width Thickness 

MDF elements 4000 1200 16 / 19

Gypsum fibreboard 
elements

3000 600 16 / 19

Sound absorption Linea 5/3mm

Linea combines a clear, modern aesthetic with  
out standing acoustics. Linea elements for sound  
insulation are ideal for cladding room ceilings and walls, 
and make a sophisticated addition to any design  
concept. Quick and easy to install, they are available as  
made-to-measure panels and board elements.

Find out more now:

acsono.com/linea
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Construction EN 11654
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Third octave mid-band frequency F (Hz)

46 mm αw 0.80(.) / B

216 mm αw 0.95(L) / A

366 mm αw 0.95(.) / A
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